2II

DOOR SCHEDULE

DOOR FRAME
DOOR 8IZE HDUW FIRE | CARD
NO Ut [HEGaT TYPE | MTRL | TYPE | MTRL |GROUP|RATING| READER] NOTES
300 z-o" | 1-o" (E) (E) F2 KD (E) 20 MIN -
301 z-o" | 1-o" Dl wo Fi KD 300 - -
304A z-o" | 1-o" Dl wo Fi KD 400 120 MIN. -
3048 z-o" | 1-o" Dl wo Fi KD 400 120 MIN. -
304C e'-0" | 1T-0" D2 wo F2 KD 500 - -
3054 e'-0" | 1T-0" D2 wo F2 KD 600 - -
3058 e'-0" | 1T-0" D2 wo F2 KD 600 - -
306 z-o" | 1-o" Dl wo Fi KD 100 - -
301 z-o" | 1-o" Dl wo Fi KD 200 - -
308 z-o" | 1-o" Dl wo Fi KD 200 - -
309 z-o" | 1-o" Dl wo Fi KD 200 - -
310 z-o" | 1-o" Dl wo Fi KD 200 - -
3l z-o" | 1-o" Dl wo Fi KD 200 - -
312 z-o" | 1-o" Dl wo Fi KD 200 - -
313 z-o" | 1-o" Dl wo Fi KD 200 - -
314 z-o" | 1-o" Dl wo Fi KD 200 - -
311 z-o" | 1-o" Dl wo Fi KD 200 - -
318 z-o" | 1-o" Dl wo Fi KD 200 - -
319 z-o" | 1-o" Dl wo Fi KD 200 - -
321 z-o" | 1-o" Dl wo Fi KD 200 - -
322 z-o" | 1-o" Dl wo Fi KD 200 - -
324 z-o" | 1-o" Dl wo Fi KD 200 - -
325 z-o" | 1-o" Dl wo Fi KD 100 - -
320 z-o" | 1-o" Dl wo Fi KD 300 - -
3320 z-o" | 1-o" Dl wo Fi KD 200 - -
331 z-o" | 1-o" Dl wo Fi KD 200 - -
332 z-o" | 1-o" Dl wo Fi KD 200 - -
333 z-o" | 1-o" Dl wo Fi KD 200 - -
324 z-o" | 1-o" Dl wo Fi KD 200 - -
328A z-o" | 1-o" Dl wo Fi KD 100 - -
238B z-o" | 1-o" Dl wo Fi KD 100 - -
3329A z-o" | 1-o" Dl wo Fi KD 100 - -
2398 z-o" | 1-o" Dl wo Fi KD 100 - -
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+ /4" CLEAR TEMPERED + /4" CLEAR TEMPERED + /4" CLEAR TEMPERED
GLAZING GLAZING ¢ PRE-FINISHED KNOCK-DOUN
£20'-0" METAL FRAME TO MATCH
5 (5) EQ. 5 BUILDING STANDARD.
1 - 1

@ LOUNGE AREA 308

+ FULL HEIGHT 172" FROSTED TEMPERED GLAZING.

+ PROVIDE CLEAR SILICONE SEAL AT BUTT-GLAZED JOINTS.

+ PROVIDE DORMA DRI-FIT RECESSED U-CHANNEL @ TOP OF
FIXED GLAZING W/ BOTTOM DRI-FIT U CHANNEL FLUSH MOUNTED
2 BOTTOM OF FIXED GLAZING PANELS.
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HARDWARE GROUPS
GROUP 100 | SINGLE DOOR - PASSAGE - NON RATED
INTERIOR SINGLE
BUTTS TO MATCH BLDG. 5TD
FLOOR MOUNTED DOOR &TOP
PASSAGE LOCKSET
LEVER HANDLE PER T-24 AND ADA REQ.
GROUP 200 | SINGLE DOOR - OFFICE - NON RATED
INTERIOR SINGLE
BUTTS TO MATCH BLDG. 5TD
FLOOR MOUNTED DOOR &TOP
OFFICE LOCKSET
LEVER HANDLE PER T-24 AND ADA REQ.
GROUP 200 | SINGLE DOOR - STORAGE - NON RATED
INTERIOR SINGLE
BUTTS TO MATCH BLDG. STD
FLOOR MOUNTED DOOR &TOP
STORAGE ROOM LOCKSET
LEVER HANDLE PER T-24 AND ADA REQ.
GROUP 400 | 8INGLE DOOR - ENTRY - RATED
INTERIOR SINGLE
BUTTS TO MATCH BLDG. STD
FLOOR MOUNTED DOOR &TOP
ENTRY LOCKSET
LEVER HANDLE PER T-24 AND ADA REQ.
POSITIVE PRESSURE SMOKE SEAL
SELF CLOSER
PANIC PUSH BAR OPENER PER T-24 AND ADA REQ.
PROVIDE FIRE DOOR LABEL TO COMPLY W/ NFPA 80
§ 2010 CBC SECTION 11545 & 115451
GROUP 500 | DOUBLE DOOR - OFFICE - NON RATED
INTERIOR DOUBLE
BUTTS TO MATCH BLDG. STD
FLOOR MOUNTED DOOR &TOP
OFFICE LOCKSET
LEVER HANDLE PER T-24 AND ADA REQ.
DUMMY LEVER ON INACTIVE LEAF
FLUSH BOLTS ON INACTIVE LEAF
GROUP 600 | DOUBLE DOOR - STORAGE - NON RATED
INTERIOR DOUBLE
BUTTS TO MATCH BLDG. STD
FLOOR MOUNTED DOOR &TOP
STORAGE LOCKSET
LEVER HANDLE PER T-24 AND ADA REQ.
DUMMY LEVER ON INACTIVE LEAF
FLUSH BOLTS ON INACTIVE LEAF
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DOOR NOTES

SCALE: 3"=1'-0"

A) EXISTING DOORS TO BE REUSED:

A-1. REUSE EXISTING DOORS, FRAMES, AND HARDWARE WHERE APPLICABLE § PER THEIR DESIGNED FUNCTION. PROVIDE NEW IF
EXISTING DOES NOT COMPLY W/ REQUESTED DESIGN FUNCTION OR IF EXISTING DOES NOT MEET ARCHITECT'S APPROVED FINISHED

APPEARANCE AS NEW.

A-2. ALL EXISTING FRAMES AND HARDWARE THAT WILL BE REUSED SHALL BE REFINISHED AS REQUIRED FOR A NEW AND FINISHED

APPEARANCE.

A-3. ALL DOORS, NEW AND USED SHALL BE SAME IN FINISH, COLOR AND GRADE (UON.). IF ALL EXISTING DOORS TO BE REUSED DO NOT
MATCH IN FINISH, COLOR OR GRADE, NOTIFY ARCRHITECT AND OUNER IMMEDIATELY.

B) NEW DOORS:

B-l. CONTRACTOR TO VERIFY THAT NEW SPECIFIED DOORS MATCH EXISTING BLDG. STD. IN THE EVENT THE DOORS SFPECIFIED DO NOT
MATCH EXISTING BUILDING STANDARD, THE CONTRACTOR SHALL NOTIFY THE ARCHITECT PRIOR TO BID OR IT 1S UNDERSTOOD
CONTRACTOR SHALL PROVIDE NEW TO ARCHITECT'S APPROVAL AS INCLUSIVE OF SUBMITTED BID.

<) HARDWARE NOTES:

C-1. ALL NEW HARDWARE TO MATCH BUILDING STANDARD IN MANUFACTURER € FINISH. FIELD VERIFY PRIOR TO BID.
C-2. IF NO BUILDING STANDARD EXISTS, ALL DOOR HARDWARE SHALL MATCH (E) UNLESS OTHERUWISE NOTED.

C-3. ALL DOORS TO BE LEVER ACTIVATED AS TO MEET CALIFORNIA'S T-24 HCP REQUIREMENTS § ADA GUIDELINES.
C-4. ALL HARDUWARE AND LOCKING MECHANISMS TO COMPLY WITH TITLE 24 AND ADA REQUIREMENTS. IF EXISTING DOES NOT COMPLY,

ALTER OR PROVIDE NEW FOR COMPLIANCE.

C-5. KEY ALL LOCKSETS (NEW § EXISTING) AS DIRECTED BY TENANT § AS APPROVED BY OUNER PROVIDE 10 $ETS OF KEYS.

C-o. HAND-ACTIVATED DOOR-OPENING HARDWARE SHALL BE CENTERED BETWEEN 24 AND 44 INCHES
ABOVE THE FINISH FLOOR OR GROUND FPER 2012 CBC 1iB-40421.

C-T1. VERIFY KEY SCHEDULE OF ALL DOORS AND CABINETS WITH TENANT/BUILDING MANAGEMENT.
C-8. PROVIDE TWO PAIR BUTTS PER DOOR LEAF FOR 8'-O" HIGH DOORS § TALLER | 1/2 PAIR BUTTS PER DOOR FOR 1'-O" HIGH DOORS.

C-a. IF DOOR SCHEDULE (IN THIS SHEET) CALLS FOR DOOR CLOSERS, THEY DOOR SHALL COMPLY WITH 2013 CBC lb-40428. DOOR
CLOSERS SHALL BE ADJUSTED SO THAT FROM AN OFPEN POSITION OF A0 DEGREES, THE TIME REQUIRED TO MOVE THE DOOR TO A
POSITION OF 12 DEGREES FROM LATCH 1S 5 SECONDS MINIMUM.

C-10. IF DOOR SCHEDULE IN THIS SHEET CALLS OUT FOR NEW CARD READERS, THEY SHALL BE HARDWIRED TO THE BUILDINGS FIRE

ALARM SYSTEM.

C-ll. ALL DOOR STOPS TO MATCH BUILDING STANDARD. [F STANDARD [S NOT AVAILABLE, DOOR STOPS SHALL BE FLOOR MOUNTED AND

NO FURTHER THAN 4" MAXIMUM FROM WALLS.

C-12 WITHIN 1O INCHES OF THE FINISH FLOOR OR GROUND MEASURED VERTICALLY, DOORS SHALL HAVE A SMOOTH UNINTERRUFPTED
SURFACE ON THE PUSH SIDE EXTENDING THE FULL WIDTH OF THE DOOR. 2013 CBC 11B-4042.10

D) DOOR SIGNAGE:

D-1. PROVIDE T-24 § ADA SIGNAGE AT ALL RESTROOM AND EXIT WAY LOCATIONS AND AS NOTED OR OTHERWISE REQUIRED.

E) DOOR FRAME NOTES:

E-. NEW DOOR FRAMES TO MATCH EXISTING. BUTT PLACEMENT .

E-2. ALL DOOR FRAMES TO MATCH BLDG. STANDARD IN SIZE 4 FINISH § SHALL APPEAR NEW. FIELD VERIFYT PRIOR TO BID AND/ OR
INSTALLATION. NOTIFY ARCHITECT OF ANY DISCREPANCIES.

B2 DOOR THRESHOLD NOTES:

F-1. IF DOOR SCHEDULE CALLS OUT FOR NEW OR RELOCATED EXTERIOR DOORS (SEE DOOR SCHEDULE IN THIS SHEET) PROVIDE METAL

THRESHOLDS & WEATHER STRIPPING.

F-2. ALL NON-COMPLIANT THRESHOLDS ARE TO BE REFPLACED WITH NEW THRESHOLDS IN COMPLIANCE WITH 2013 CBC 11B-40425.

THRESHOLDS SHALL BE NO GREATER THAN
G) TITLE 24 NOTES:

b " HIGH.

G-1. HARDWARE: MAXIMUM EFFORT TO OPERATE DOOR SHALL NOT EXCEED 5 POUNDS FOR INTERIOR § EXTERIOR DOORS.
MAXIMUM EFFORT TO OPERATE FIRE DOORS MAY BE INCREASED NOT TO EXCEED 5 POUNDS.
ADJUST EXISTING DOORS AS NECESSARY TO COMPLY WITH 2013 CBC liB-4042.4.

G-2. EXIT DOORS SHALL BE OFPENABLE FROM INSIDE WITHOUT THE USE OF A KEY OR ANY SPECIAL KNOUWLEDGE OR EFFORT.
G-3. CONSTRUCTION: THE BOTTOM 10 INCHES OF ALL DOORS TO BE OFPENED BY A WHEELCHAIR FOOTREST WITHOUT CREATING A TRAP

OR HAZARDOUS CONDITION.

H DOOR FINISH:

H-1. UNDERCUT BOTTOM OF INTERIOR DOORS A 2/l16" CLEAR FINISH FLOOR COVERING.
H-2. STAINED OR NATURAL FINISH NEW WOOD DOORS SHALL BE FINISHED WITH SATIN VARNISH.
H-3. THE FORMALDEHYDE EMISSION LEVEL OF ALL NEW DOORS SHALL NOT EXCEED 20 PPB.

H-4. MATCH EXISTING FINISH AND COLOR

o) RATED DOORS:

J-1. IF NEW DOORS ARE CALLED OUT TO BE RATED (SEE DOOR SCHEDULE ON THIS SHEET) FIRE RATED DOOR AND FRAME ASSEMBLIES
SHALL COMPLY WITH NFPA 80. FRAMES SHALL BE FITTED WITH EXPANDABLE GRAPHITE INTUMESCENT TAPE STRIFPS AT HEADS AND

JAMBS EQUAL TO PEMKO HS5S2000.

J-2. GC. TO VERIFY ALL EXISTING RATED DOORS AND FRAMES. PROVIDE NEW RATED DOOR ASSEMBLY PER CODE [F EXISTING DOORS

AND FRAMES DO NOT COMPLY.

J-3. ALL RATED DOORS ARE TO BE POSITIVE LATCHING AND SELF-CLOSING. (2013 CB.LC. SECTION lle5a § llesAal)

J-4. RATED DOORS SHALL BE LABELED BY AN APPROVED AGENCY, COMPLY WITH NFPA 80 AND SHALL BE PERMANENTLY
AFFIXED TO THE FRAME. (2012 CB.LC. SECTION Tle5.1)

J-5. FIRE DOORS AND FIRE WINDOWS SHALL BE LABELED SHOUWING THE NAME OF THE MANUFACTURER OR OTHER IDENTIFICATION READILY
TRACEABLE BACK TO THE MANUFACTURER, THE NAME OR TRADEMARK OF THE THIRD-PARTY INSPECTION AGENCY, THE FIRE
PROTECTION RATING. LABELS SHALL BE APPROVED AND PERMANENTLY AFFIXED. THE LABEL SHALL E APPLIED AT THE FACTORY

OR LOCATION WHERE FABRICATION AND ASSEMBLY ARE PERFORMED.

(2013 CBC SECTION Tle.1.)

J-©. ALL 20-MINUTE RATED ASSEMBLIES SHALL BE PROVIDED WITH APPROVED GASKETING MATERIAL SO INSTALLED TO PROVIDE A
SEAL WHERE THE DOOR MEETS THE STOP ON BOTH SIDES AND ACROSS THE TOP. THE DOOR AND FRAME SHALL BEAR AN
APPROVED LABEL OR OTHER IDENTIFICATION SHOWING THE RATING THEREOF, FOLLOWED BY THE LETTER "$" (20132 CB.LC. SECTION

Tes513)

principals

RUDY CALPO

ALAN C. HOM

DENNIS DONG

ANDY C. KWONG
LOANGLE R. NEWSOME
KARL CHAN
associates

JOHN R. PETRUCELLI
KARIN LYNN RYLANDER
JLL HAW

C168789
C12163
C26500
C22048

C9172
C23836

2120 20TH STREET, SUITE ONE

SACRAMENTO, CALIFORNIA 95818

TEL.916/446-7741 FAX 916/446-0457

® © O & © ¢ O ¢ O O O O O O O O O O O o o o

C on s ul t an't

Project

SEIU
Service Employee
International Union.

1130 K STREET, SUITE 300
SACRAMENTO, CA 95814

Sheet Title

DOOR & WINDOW
SCHEDULES

® © © & © ©° O ¢ O O O O O O O O O O O O O o o

The undersigned architect does not represent that
these plans or the specifications in connection
therewith are suitable, whether or not modified for any
other site than the one for which they were specifically
prepared. The architect disclaims responsibility for
these plans and specifications if they are used in
whole or in part at any other site.

The contractor shall verify and be responsible for all
dimensions and conditions on the job and this office
must be notified in writing of any variation from the
dimensions and conditions shown by these drawings.

This drawing is not final or to be used for construction
until signed by the architect and owner.

All drawings and written material appearing herein
constitute the original and unpublished work of the
Architect and the same may not be duplicated, used or
disclosed without written consent of the Architect.
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