, VENT RISER 2/4" CD. CONNECT TO PLUMBING LEGEND REVISIONS
\ LAVATORY TAILPIECE PLUMBING FIXTURE CONNECTION SCHEDULE ™ -
HLERRE /) R Brme.  smmsRc  pRcsena
| @) WATERTIGHT CTURE ev| _waste | _ | colp water | Hot water _ cw COLD WATER
L\_ N @/ BOL | BRANCH| OUTLET BRANCH| OUTLET | BRANCH | OUTLET _ Fw FILTERED WATER
Rl 3 SINK ) 2" 2" [ 1-12v | 34" | 3/4n | 3740 | 3/40 ]
i LAVATORY "P" TRAP CAP PIPE CAP
/—LUITH FLUSHING - - HW HOT WATER
Ly CONNECTION & W INDIRECT WASTE
( / CLEANOUT PLUG W/ WASTE/SANITARY SEWER CONTRACTOR:
1 \_ ——————————— v VENT
ESCUTEON PLUMBING EQUIPMENT SCHEDULE @ ______ o VTR VENT THRU ROOF
\\swALL cc | CcD CONDENSATE DRAIN
' WASTE DROP /BrP\  "ZURN" 100 DUAL CHECK BACKFLOW PREVENTER, 3" PIPE oc ; gg g'E'Eg:OUAT 'frogoio"éii:i:m;?'”
\ |/ ©IZE, BRONZE VALVE BODY. — Scb —— D DAR D =
N CHK.V CHECK VALVE
Dt GV GATE VALVE
C O N D E N S ATE D R AI N T O L Av m "CHRONOMITE" MODEL SR-30 INSTA-FLOW ELECTRIC WATER ok PRY PRESSURE REDUCING VALVE
. \ | / HEATER (OR EQUAL), 1 GFM @ 51°F TEMP. RISE, 8310 — TéPRV TEMP. § PRESSURE RELIEF VALVE
m TAILPIECE CONNECTION DETAIL WATTS, 271TVv-14. 0 FCO FLOOR CLEANOUT
I co, Wco CLEANOUT, WALL CLEANOUT
P1 NO SCALE ® POC POINT OF CONNECTION
u PLUMBING FIXTURE SCHEDULE o o (D) (R DROP, RISER
|E. INVERT ELEVATION
s "JUST" MODEL &L-ADA-1921-A-GR, 19"x21" (1) COMPARTMENT % DIA. DIAMETER CONSULTANT:
SINK 18 GA. TYPE 304 5/6 CONSTRUCTION. WITH REAR-CENTER ABC. ABOVE CEILING
DRAIN LOCATION. COMPLETE W/ "JUST" J-1114-KS FAUCET W/ BTU BRITISH THERMAL UNITS
'NEOPERL" 5509505 (OR EQUAL) 115 GPM AERATOR FLOW MBH 1000 BRITISH THERMAL UNITS
40w TO 641 RESTRICTOR, J-ADA-35 DRAIN, STRAINER, SUPPLIES § CONT CONTINUATION
p ey TOPS, IDE " "IN 8l TOR, 172 HP, '
34'CW TO Wl go%ﬁiﬁng)DE BADGER 5" IN SINK ERATOR, 172 HP GAL GALLONS SIGMA ENGINEERING
& 24"HW TO -1 ///‘ ------ GQE,K/ -------------------------------------- *\o GPFE GALLONS PER FLUSH CONSULTING MECHANICAL ENGINEERS
4'cW (D2 W uco —ret Bad X 2% To—7 DW  DISHWASHER OUNER SUPPLIED, CONTRACTOR INSTALLED. GPH GALLONS PER HOUR S CRAMENTO. OALIFORNIA 85851
"R eatep (D) | TT 8 (E) 4 (R (VERIFT ROUGH IN COLD WATER AND WASTE TO ADJACENT SINK W/ GPM GALLONS PER MINUTE PHONE: (916) 4837343 FAX: (916) 483-4981
TOILAY TAILPIECE APPROVED 1" AIRGAP FITTING UTR UP THRU ROOF
(4 route aND coNnEET 21w SIZE |4 LoCKTION) '
r (UF) (UG) UNDER FLOOR, UNDER GRADE
;?)ZE(Eﬁguéz;'IEOLVERIFT M PASCO" ICEMAKER HOOK-UF BOX KIT. W wo WITH / WITHOUT
FL oW DIRECTION) TA, FB TO ABOVE, FROM BELOW
BFEN 1ve. 5 WF  WATER FILTER OWNER SUPPLIED, CONTRACTOR INSTALLED. FA T8 FROM ABOVE. TO BELOW
bW (D) To W LT T %./D 7 [ : ROUGH IN COLD WATER o NE '
2|| WE, —1< E DW |M
Y "FW TO COFFEE \(? PR CM  COFFEE MAKER OUNER SUPPLIED, CONTRACTOR INSTALLED. FU FIXTURE UNITS
MAKER 4 1M [ et I\~ 2 T SOTTEE TR ROUGH IN FILTERED WATER DFU DRAINAGE FIXTURE UNITS
%4 "CUW. ROUTE AND gzaoﬁvggﬁsaﬁg!mﬁga BID
24"CD (ABC.)-] CONNECT TO (E) MO SPECPCATONS WHICH AREPROPRETARY TO.SElh ENGREERIG
~  CW (VYERIFY SIZE AND WERE DESIGNED, CREATED, EVOLVED AND DEVELOPED FOR USE

AND LOCATION)

m ENLARGED PLUMBING FLOOR PLAN

w SCALE: 1/4" = 1'—0"

IN PART, OR USED IN THE FABRICATION OR CONSTRUCTION OF
BUILDINGS, STRUCTURES, FOUNDATIONS, OR ANY PORTIONS THEREOF,
FOR OTHER THAN THE SPECIFIED PROJECT AND CONTRACTOR.

2x4 BLOCKING BETLUEEN—/

WALL STUDS. 8
SECURE TO BLOCKING W/ =<2
3/8"¢ LAG BOLT, MIN. OF ELUMBING NOTES DLW
I-1/2" EMBEDMENT. (TYP. 2) N S o)
. VERIFY EXACT LOCATION AND INVERT ELEVATIONS OF EXISTING UTILITIES PRIOR
FOR AN ENLARGED VIEW OF UNIT MOUNTING CLIP
THiS AREA SEB /7, o NTING CL I TO EXCAVATION OR INSTALLATION OF NEW UTILITIES. = < LL
P 2. ALL WORK SHALL COMPLY WITH 2013 CMC, CBC, CPC ¢ 2010 TITLE 24. D 8
3. SET 8LOPE OF NEW SEWER LINES TO MATCH EXISTING INVERT ELEVATIONS, MIN. OF O«
I/4" PER FOOT SLOPE. \¢ <L O
l . | m ELECTRIC WATER HEATER DETAIL 4. ROUTE ALL UNDERFLOOR AND ABOVE CEILING PIPING AS REQUIRED TO MISS )
STRUCTURAL MEMBERS AND FOOTINGS. (@)
P1 NO SCALE o
3,"ED (ABC)FOR A A e I LALL) 5. CORE DRILL THRU EXISTING CONCRETE WALLS WHERE REQUIRED. SEAL ALL -
CONT. 8EE // 7\ /e PENETRATIONS AT EXTERIOR WALLS WATERTIGHT. L
\/ co 34"CD (R) FROM PUMP TO ABC. 6. SAUCUT EXISTING CONCRETE FLOOR SLAB AS REQUIRED FOR INSTALLATION OF NEW
UNDERGROUND PIPING. SEAL ALL PENETRATIONS AT FLOOR WATERTIGHT.
1. CAP OR PLUG EXISTING PIPING NOT REQUIRED FOR THE NEW INSTALLATION ABOVE
PLUMBING SPECIFICATIONS CEILING, BEHIND FINISHED WALLS, OR BELOW FINISHED FLOOR. GENERAL

CONTRACTOR SHALL COORDINATE THE PATCHING OF WALL, CEILING AND FLOOR

PIPES AND PIFPE FITTINGS: SURFACES AS REQUIRED.
A, WASTE AND VENT PIPE BELOW THE FLOOR AND 8. ALL PIPING LOCATED IN WALLS OR ABOVE CEILING HAVING SHUT-OFF VALVES,
TO 6" ABOVE THE FLOOR AND ALL SOIL PIPE: NO HUB TRAP PRIMERS, ETC. SHALL BE PROVIDED WITH ACCESS DOORS OF ADEQUATE
CAST IRON SOIL PIPE CONFORMING TO CAST IRON SOIL SIZE TO SERVICE THE EQUIPMENT.
PIPE INSTITUTE STANDARD 301-90 AND FITTINGS
CONFORMING TO CAST IRON SOIL PIPE INSTITUTE a. VERIFY ALL PLUMBING FIXTURES COLOR'S AND FINISH WITH ARCHITECT.
STANDARD 310-90.
10. CALGREEN MANDATORY MEASURE 5.410.4.4: PROVIDE A WRITTEN REPORT OF PLUMBING
B. STORM, SOIL, AND WASTE PIPE ABOVE GROUND: TESTS RESULTS TO BUILDING OUNER. FLOOR PLAN
NO HUB CAST IRON PIPE AND FITTINGS CONFORMING
TO ASTM 888 AND FITTINGS CONFORMING TO CAST IRON . CALGREEN MANDATORY MEASURE 5410.45: PROVIDE OPERATIONS AND & NOTES
80IL PIPE INSTITUTE STANDARD 30! AND 310. MAINTENACE MANUALS FOR EACH PLUMBING SYSTEM.
2-13-14
C. DOMESTIC HOT AND COLD WATER PIPING: TYPE L COPPER 2. CALGREEN MANDATORY MEASURE 5303.3: PROVIDE BUILDING OFFICIALS
CONFORMING TO ASTM B 88 WITH WROUGHT COPPER FITTINGS WITH MANUFACTURER LITERATURE ON PLUMBING FIXTURES AS EVIDENCE OF : AS NOTED
CONFORMING TO AST™M B 1622 ASSEMBLED WITH SILFOS. COMPLIANCE WITH CALGREEN TABLE 53322, 13128
D. CONDENSATE DRAIN: SCHEDULE 40 PVC PIPING AND 13. CALGREEN MANDATORY MEASURE 5303.4: PROVIDE BUILDING OFFICIALS WITH DS
SANITARY WASTE FITTINGS COMPLYING WITH ASTM D3034 MANUFACTURER LITERATURE ON PLUMBING FIXTURES AS EVIDENCE OF COMPLIANCE CHECKED BY:! IMH
OR TYPE DWY COPPER TUBING AND FITTINGS CONFORMING WITH WASTE WATER REDUCTION REQUIREMENTS.
TO ASTM B 1629 OR SCHEDULE 40 GALVANIZED PIFE
CONFORMING TO ASTM A 120 WITH CAST DRAINAGE FITTINGS 14. CALGREEN MANDATORY MEASURE 53036: PROVIDE BUILDING OFFICIALS WITH
CONFORMING MANUFACTURER LITERATURE ON PLUMBING FIXTURES AS EVIDENCE OF COMPLIANCE
F. AT CONTRACTORS OPTION WITH THE ADMINISTRATIVE AUTHORITY WITH CPC TABLE 14011 AND CALGREEN CHAPTER &.
APPROVAL, CAST IRON PIPE IN A AND B ABOVE, MAY BE 5. CALGREEN MANDATORY MEASURE 5.4102.4: PROVIDE FUCTIONAL PERFORMANCE
SUBSTITUTED WITH SCHEDULE 40 ABS DUWv PIPE. TESTING OF PLUMBING SYSTEMS AS REQUIRED BY MANUFACTURER'S WRITTEN

INSTRUCTIONS.

m PLU M BI NG FLOOR PLAN FIFE INGULATION: 6. CALGREEN MANDATORY MEASURE 520lI: PROVIDE TITLE-24 DOCUMENTATION

w SCALE: 1/1 6” = 1'=0" A. INSULATE DOMESTIC HOT WATER PIPING PER TITLE 24, TABLE |-G TO BUILDING OFFICIALS AS EVIDENCE OF COMPLIANCE WITH ENERGY EFFICIENCY

W/ "ARMSTRONG" DG TUBOLIT 85 PIPE INSULATION. REQUIREMENTS.




